
SUMMER 2014 SUMMARY OF MATERIAL SITE QUANTIES AND USABILITY
NOME-TAYLOR ROAD

T-141-04

C B & A

0.5 141-001-4 50,000 A A ? ?
6 141-003-4A 0

7.5 141-004-4 2,000 A A
8.5 141-005-4A 0
NA 141-013-4 100,000 A A ? ? ?
13 141-037-4 60,000 A A L L
13 141-038-4 2,000 A A

47.5 141-006-4 90,000 A A ? ?
60.5 141-007-4 2,000 A A
68 141-008-4 16,000 A A ? ?

68.5 141-009-4 120,000 A A ? ?
71 141-010-4 180,000 A A
73 141-011-4 310,000 A A ? ? ?
73 141-012-4 200,000 A A ? ? ?
78 141-015-4 5,000 A A ? ?
78 141-016-4 80,000 A A ? ?

79.5 141-017-4 40,000 A A ? ?
79.5 141-018-4 110,000 A A ? ?
83 141-019-4 210,000 A A ? ?

84.5 141-020-4 50,000 A A ? ?
85 141-021-4 110,000 A ?

87.5 141-023-4 110,000 A ?
91 141-024-4 16,000 A ? ?
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*  All of the material in the site may not be capable of producing the select material or aggregate indicated 
and the estimated quantities available will need to be determined on a site by site basis.  
   
A = Available -Available information indicated that material meeting the current specifications was 
available. 
P = Record of Production - Records indicate that this type of material had been produced in the site.  
L = Laboratory testing indicated the site may produce this type of material. Further evaluation will be 
necessary.  
? =  Sites where existing information indicates further investigations may find material that can be used to 
produce this type of aggregate.  
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